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REAR HUB ASSEMBLY

REAR LIFT BRACKET

Install

Install

30

31

slide the hub assembly  
axle end. upper and 
lower arms to the hub assembly 
using the factory hardware. 

Place the rotor onto the hub and axle assembly. Fasten the rotor 

kit. 
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REAR LIFT BRACKET (86N

DRIVER’S SIDE

(2) washers

THE SAME STEPS APPLY FOR EACH SIDE

There are left and right plates. 
The logos on the plates should 
be legiable from the rear of the 

10mm x 65mm bolt to 
connect the lower portion of the 
shock to the control arm.  

(2) 10x65mm hex bolts).  Place (2) 10mm 
washers 
Insert the bolts through the shock mount tabs. Insert a spacer (CCC) on 
each of the bolts and another 86N rear lift bracket to the inside of the 
outer shock mount tab.  Loosely fasten it with (2) 10mm lock nuts.  

Place one rear lift bracket (86N) 
to the outside of the rear shock 
mount.  It needs to be on the side 

to the lift brackets using one 
(10x65mm bolt) and (10mm lock 
nut). 
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REAR HUB ASSEMBLY

REAR BRAKE LINES

Install

Routing

32

33 REAR PASSENGER SIDE

Fasten the caliper to the hub assembly.

Make sure that you run the brake lines in a 
manner that they do not come in contact with 

Run the slack out where the brake line runs under the rear differential. Make sure the line is still 
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Lift the bed to gain access to 
the rear frame bracket.

REAR BRAKE LINES

LOGO PLATE

Routing

Install

34

35

Secure the rear brake line to the front of the upper 
control arm using 3 (8” zip ties) 

Place the wheels back on the Ranger and torque 
s.

Disconnect and unclip the 
wire. Slide the logo plate (61Z) 
between the frame bracket and 
the bed. 

Slide a (1/4” x 1” bolt) and (1/4” 
washer) through the logo plate, 
into each hole on the frame. 

Fasten the bolts with a (1/4” 
washer) and (1/4” lock nut). 
Reconnect the wire.

REPEAT STEPS ON OPPOSITE SIDE
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TIE ROD END Install

FRONT WHEEL ALIGNMENT

When you have completed the tie rod installation on both sides you will need to adjust the tie rod to 
achieve the proper alignment. DO NOT INSTALL WHEELS ON UTV UNTIL ALIGNMENT HAS BEEN CHECKED.

Inspect all nuts and bolts to ensure they are all tight before proceeding.

When adjusting the toe, be sure to take the time to adjust both ends half the 
required distance.  A slight toe out (1/8 to 1/4) makes the steering less sensitive 
and the UTV more stable.  

IMPORTANT NOTE: When tightening the tie rod end jam nuts, the tie rod ends must 
be held parallel to prevent rod end damage and premature wear. Damage may not 
be immediately apparent if done incorrectly.

• 
• Make sure that the steering wheel is straight to sight.
• Take a tape measure and measure from inside to inside on the front and back ends of the rotors.  
•   

36

ADJUSTING 
TOE

INCORRECT 
TOE
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ADJUSTING WHEEL CAMBER Lower Control Arms

Tires must be off the ground

Suspension components must be 
completely assembled

BEFORE STARTING

Make all adjustments in small increments.

Do this by disconnecting control arms 
at the frame and adjusting collars. Once 

camber. 
Repeat steps as needed. After alignment is 

secure it with blue loctite.

For this application, 
we recommend a 

.937

negative 
camber you will need 

INWARD or shorten 
the collar.

positive 
camber you will need 

OUTWARD or lengthen 
the collar.

Negative Camber

Correct Camber

Positive Camber

The new High Lifter lower control arms will come 
pre-adjusted to factory length, which is .937 

surface.  Measure from eyelet to center mount 

arms to those lengths.

NOTE:

.937

37
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CORRECT

STEERING CHECK Setting to ZERO

IF YOUR STEERING IS ALREADY CENTERED THEN YOU WILL NOT HAVE TO FOLLOW THESE NEXT STEPS.

A)  When the steering is zeroed, 
check the steering wheel to 
make sure that it is properly 
positioned. 

(C) 
steering nut counter clockwise 

steering wheel locks at full turn, 
then loosen the nut. Do not 
remove the nut yet.

(B)  If the steering wheel is 
not centered, you will need to 

to the steering wheel nut.

pulling up on the steering wheel until it breaks loose. But DO NOT hammer too hard, it could damage the nut 

NOTE: A puller may be needed to remove the steering wheel if it can’t be broken free.

38      

INCORRECT

Factory steering for the Polaris Ranger 1000 may NOT be centered. This can cause the tie rod ends 

center.  

are turned back straight. The steering wheel should be straight up and down.
NOTE: Rolling vehicle back and forth may help straighten the wheels.

Once the wheel is straight, thread the nut back on and turn the nut clockwise until the steering wheel locks 
at full turn, then tighten the nut. Reinstall the steering wheel cap. 
NOTE: Loctite may be needed for the steering nut.



 LIMITED LIFETIME WARRANTY EXTENDS TO THE FOLLOWING PRODUCT LINES:

HIGH LIFTER LIMITED LIFETIME WARRANTY 
High Lifter offers a Limited Lifetime Warranty to the original purchaser that our product 
shall be free from defects in material and workmanship for the life of the product if utilized 
in accordance with the manufacturer’s instructions for installation and operation of said 
products. 

Damages to vehicle or any other object during the installation, use, or removal of High Lifter products are not 
covered under this warranty. Normal wear items included with any of the products covered under this Limited 
Lifetime Warranty are excluded from coverage. These items include, but are not limited to heim joints, tie rods, 

under this warranty include, but are not limited to: damage or product failure due to improper installation, lack 

repairs performed by anyone other than approved High Lifter personnel or made using non-High Lifter 
components. This warranty is valid for the original purchaser only and is non-transferable. High Lifter reserves 
the right to inspect any product before determining if the claim is valid and covered under this warranty. Claims 
determined to be caused by reasons other than a manufacturer defect will be rejected and an estimate for repair 
or cost of a replacement product if a repair is not possible, will be provided. 

or other warranty of quality, whether express or implied, except the warranty of title.

If you suspect your product is defective, DO NOT disassemble the product to determine the cause without prior 
approval as it may void your warranty status. This is especially true with our Portal Gear Lift. To begin the claim 
process, please e-mail our warranty team at warrantycare@highlifter.com and include the following in the e-mail:

 Your full name, address and contact phone number.

of the box containing your defective product and include it along with your name and contact information inside 

following address:

High Lifter Products, Inc.
Attn: Returns 7455 Atkinson Dr, Shreveport, LA 71129

3-business days of receiving it. Please note that High Lifter is not responsible for shipping charges on product 

 WARRANTY PROCESSING

• Lift Kits (Signature, Standard and Big Lifts)
• Control Arms
• Trailing Arms
• Radiator Relocation Kits 

• Portal Gear Lifts
• Wheel Spacers
• Tow Hooks
• Control Arm Link Kits
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HIGH LIFTER DHT X & DHT XL AXLE 18-MONTH LIMITED WARRANTY
High Lifter offers an 18-Month Limited Warranty to the original purchaser that our DHT X and DHT XL line of axles shall be free 

HIGH LIFTER CV AXLE 12-MONTH LIMITED WARRANTY 
High Lifter offers an 12-Month Limited Warranty to the original purchaser that our CV line of axles shall be free from defects in

replacement fee.

HIGH LIFTER STOCK SERIES AXLE 90-DAY LIMITED WARRANTY
High Lifter offers an 90-Day Limited Warranty to the original purchaser that our Stock Series line of axles shall be free from

WARRANTY PROCESSING
DO NOT

void your warranty status. To begin the claim process, please e-mail our warranty team at warrantycare@highlifter.com and include 

• Your full name, address and contact phone number. 
• 
• The part number of the axle 
• 
• Proof of Purchase (Required for all warranty claims and you must be the original purchaser) 

High Lifter Products, Inc. Attn: Returns 780 
Professional Dr N Shreveport, LA 71105

Please note that High Lifter is not responsible for shipping charges on product 
returned for warranty or repair, including duties and fees required by those residing outside the United States.

__________________________________________________

_________________________________________________

___________________________________________________________

 ________________________________________

_________________________________________

___________________________________________________________

________________________________________

_____________________________________________

______________________________________________

________________________________________________

______________________________________________________________________

__________________________________________________________________

Reminder – This claim must be accompanied by a copy of the original receipt.

HIGH LIFTER PRODUCTS DHT-XL AXLE WARRANTY 

DHT-XL BIG LIFT 
AXLE WARRANTY PROGRAM


